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PHILIPS	COREPRO	LEDSPOT	MV	COREPRO	LEDSPOT	4.6-50W	GU10
840	36D

General	Information
Baza	elementului	de	fixare
GU10	
[	GU10]
In	conformitate	cu	UE	RoHS
Da
DuratÄƒ	de	viaÈ›Äƒ	nominalÄƒ	(nom.)
15000	h
Ciclu	comutare	pornit/oprit
50000X
Tip	tehnic
4.6-50W
Narrow	Cone
Light	Technical
Cod	culoare
840	
[	CCT	de	4000	K]
Unghi	de	distribuÈ›ie	luminoasÄƒ	(nom.)
36	°
Flux	luminos	(nom.)
390	lm
Intensitate	luminoasÄƒ	(nom.)
770	cd
Denumirea	culorii
Alb	rece	(CW)
TemperaturÄƒ	de	culoare	corelatÄƒ	(nom.)
4000	K
Randament	luminos	(nominal)	(nom.)
84,00	lm/W
ConsistenÈ›Äƒ	culori
<6
Indice	de	redare	a	culorii	(nom.)
80
Factorul	de	menÈ›inere	a	fluxului	luminos	al	lÄƒmpii	la	sfarÈ™itul	duratei	de	viaÈ›Äƒ
nominale	(nom.)
70	%
Flux	luminos	in	con	de	90°	(nominal)
390	lm
Operating	and	Electrical
FrecvenÈ›Äƒ	de	intrare
De	la	50	panÄƒ	la	60	Hz
Putere	consumatÄƒ	(W)	(Nom)
4,6	W
Curent	lampÄƒ	(nom.)
39	mA
Echivalent	putere
50	W
Timp	de	pornire	(nom.)
0,5	s
Timp	de	incÄƒlzire	panÄƒ	la	60%	luminÄƒ	(nom.)
0.5	s
Factor	de	putere	(nom.)
0.5
Tensiune	(nom.)
220-240	V
Temperature
Maximum	T-case	(nom.)
72	°C
Controls	and	Dimming
Cu	reglarea	intensitÄƒÈ›ii	luminoase
Nu
Mechanical	and	Housing
FormÄƒ	bec
PAR16	
[	PAR	2	inch]
Approval	and	Application
Energy	Efficiency	Class
F
Adecvat	pentru	iluminat	de	accent
Yes
Consum	de	energie	kWh/1000	h
5	kWh
391859
Product	Data
Cod	complet	produs
871869672839000



Nume	comandÄƒ	produs
Corepro	LEDspot	4.6-50W	GU10	840	36D
EAN/UPC	–	Produs
8718696728390
Cod	de	comandÄƒ
72839000
NumÄƒrÄƒtor	SAP	–	Cantitate	per	pachet
1
NumÄƒrÄƒtor	SAP	–	Pachete	per	exterior
10
Material	SAP
929001218202
Greutate	netÄƒ	SAP	(bucatÄƒ)
0,038	kg
Pret:	0,00	lei	(TVA	inclus)	

Detalii	online:	https://www.materialeelectrice.ro/corepro-ledspot-mv-corepro-ledspot-4-6-
50w-gu10-840-36d-251250


