
	

Furnizor:	Sc	Trivolt	Distribution	SRL
Reg.	com.:	J23/3300/2016
CIF:	RO36421140	
Adresa:	Strada	Apusului	nr	3	(	primul
sens	giratoriu	Tehodor	Pallady-
Autostrada	Soarelui),	Catelu,	Ilfov
Banca:	BRD
IBAN:	RO34BRDE441SV13182234410

LEGRAND	INTERMEDIATE	FEED	UNIT	+	END	CAPACS	40A	4
CONDUCTORS	LBPLUS	DATA

Caracteristici	tehnice
Feed	unit
Allows	you	to	electrically	Putere	the	LBplus	line	througha	cable	line
With	clamps	for	connection	to	rigid	of	flexible	copper	cables,	and	cable	terminal
The	end	feed	units	includes	the	corresponding	end	cover	:	Dreapta	feed	unit	+	Dreapta
end	cover	-	Stanga	feed	unit	+	Stanga	end	cover
The	intermediate	feed	unit	can	be	used	to	Putere	the	busbar	from	the	middle	of	the	line,
reducing	the	Tensiune	drop	at	the	end	of	the	line	and/or	facilitating	the	installation	when
the	Tensiune	de	alimentare	point	is	near	the	centre	of	the	line
For	every	intermediate	feed	unit	are	included	end	covers	(RH+LH)
In	:	40	A
Conductors	:	4
Description	:	Intermediate	feed	unit
Weight	:	4.0	kg
Caracteristici	generale
LBplus	data	-	LBplus	data	for	energy	distribution	and	lighting	managment	from	25	A	to
63	A
Pret:	0,00	lei	(TVA	inclus)	

Detalii	online:	https://www.materialeelectrice.ro/intermediate-feed-unit-end-capacs-40a-
4-conductors-lbplus-data-227518


