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LEGRAND	TERMINAL	TV-R-SAT	PRIZA	VALENA	IN'MATIC

Caracteristici	tehnice
Terminal	sockets
Installation	in	case	of	maintenance
Amplifier	and	a	line	balancing	are	recommended
TV	male	connector	(O9.5	mm):	5-68/120-862	MHz
R	female	connector	(O9.5	mm):	87.5-108	MHz
SAT	''F''	type	connector:	950-2400	MHz
Recommended	coaxial	cable:	17/19	VATC
Visual	check	of	the	connection
1	input	with	1	resistance	cap	socket
-10	dB
TV-R-SAT	socket
TV:	5?68/120?862	MHz
R:	87.5?108	MHz
SAT:	950?2400	MHz
Caracteristici	generale
Valena™	IN’MATIC	mechanisms	-	TV	sockets
Valena	In'Matic	mechanisms	are	supplied	with	metal	support,	for	claw	or	screw
mounting
To	be	equipped	with	Valena	Life	or	Valena	Allure	cover	plates	and	plates
Supplied	with	mounted	dust	protection	transparent	shield
Packaged	in	boxes
Pret:	0,00	lei	(TVA	inclus)	

Detalii	online:	https://www.materialeelectrice.ro/terminal-tv-r-sat-priza-valena-in-matic-
236506


