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Consiliere specializata

Furnizor: Sc Trivolt Distribution SRL
Reg. com.: J23/3300/2016

CIF: RO36421140

Adresa: Strada Apusului nr 3 ( primul
sens giratoriu Tehodor Pallady-
Autostrada Soarelui), Catelu, Ilfov
Banca: BRD

IBAN: RO34BRDE441SV13182234410
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SCHNEIDFER CILIMASYS UNITATE RACIRE PE CARC., IN POZITIE
ORIZONTAIA - 300W 1A 230 V

gama ClimaSys

nume produs CU

tip produs sau componenta Cooling unit

mounting type On enclosure, in horizontal position - Latura

tip de instalare Interior

destinatie produs Pentru carcasa

tensiune de intrare 230 V 50/60 Hz

numar de fazein retea 1 faza

cooling power 300 W 50/60 Hz L35-L35 - 150 W 50/60 Hz L35-L50

inaltime 340 mm

adancime 525 mm

adancime 135 mm

[In] curent nominal 1,5 A

curentul de varf 4,2 A

puterea consumata in W 270 W la 50/60 Hz, 1L.35-L.35 - 310 W la 50/60 Hz, L35-L50
energy efficiency ratio 1,1

tip de control Controler electronic

gama de setare a temperaturii 20...55 °C la 50 Hz - 20...50 °C la 60 Hz

temperatura de utilizare Inside the enclosure 20...46 °C - Maxim 55 °C - Outside the
enclosure 20...55 °C la 50 Hz - Outside the enclosure 20...50 °C la 60 Hz

Noise level 61 dB conformitate cu EN/ISO 3746

pressure 25 bar

Flow rate Internal circuit 280 m3/h la 50/60 Hz - External circuit 280 m3/h la 50/60 Hz
greutate produs 17 kg

cooling gas type R134a (0,13 kg)

Type of filter Optional external circuit filter

tip de protectie Protectie termica T 4 A - Protectie la scurtcircuit (magnetica)

matel Otel

culoare Gri (RAL 7035)

certificari produs CE

directivele 2004/108/EC - compatibilitate electromagnetica - 2006/95/EC - directiva de
joasa tensiune - 2006/42/EC - machinery

standarde EN 60335-2-40 - EN 378 - EN/ISO 12100 - EN 60204-1 - EN 60335-1

grad de protectie IP IP34 conformitate cu SR EN 60529 (on the internal circuit) - IP55
conformitate cu SR EN 60529 (on the external circuit)

Regulamentul REACH Declaratia REACH

Directiva RoHS UE Under investigation

Fara mercur Da

Informatii privind scutirea de la RoHS Da

Regulamentul RoHS Declaratia RoHS Produs in afara domeniului de aplicare a RoHS .
Declaratia privind substantele in scop informativ.

WEEE In Uniunea Europeana, produsele trebuie reciclate respectand sistemul specific
de colectare a deseurilor si nu trebuie sa ajunga in pubelele de colectare a deseurilor
menajere.

Garantie 18 luni

Pret: 4 762,30 lei (TVA inclus)

Detalii online: https://www.materialeelectrice.ro/climasys-unitate-racire-pe-carc-in-
pozitie-orizontala-300w-la-230-v-97396




