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WAGO TAP-OFF MODULE; WITH ANTI-ROTATION PROTECTION; MODULAR,;
SUITABLE FOR 870 SERIESTERMINAL BLOCKSWITH JUMPER SLOTSIN THE
CURRENT BAR; GRAY

Tesiune nominala (111/3): 500; V

Tensiune nominala de supratensiune (111/3): 6; kV
Curent nominal: 18; A

Legend (ratings): (111 / 3) ? Overvoltage category 111 / Pollution degree 3;
Tehnologie conexiune: CAGE CLAMP®,;

Solid conductor: 0.08 ... 25mm2/ 28 ... 14 AWG;
Fine-stranded conductor: 0.08 ... 2.5 mm?/ 28 ... 14 AWG;
Strip length: 10 mm/ 0.39 inch;

Numar total de conexiuni: 1;

Total number of potentials: 1,

Wiring type: Front-entry wiring;

Latime: 5 mm/ 0.197 inch;

Module Latime: 5 mm/ 0.197 inch;

Marking level: Side marking;

Culoare: gray;

Fireload: 0,031; MJ

Greutate: 1,8; g

Tip ambalare: BOX;

Tarade origine: DE;

GTIN: 4045454581053;

Customs tariff number: 85366990990;

Pret: 11,82 LEI (TVA inclus)

Detalii online: https://www.material eel ectrice.ro/tap-off-modul e-with-anti-rotation-protection-modul ar-
suitable-for-870-series-terminal -bl ocks-with-jumper-dl ots-in-the-current-bar-gray-145358



